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ABSTRACT

The oxidation of refractory borides, graphites and JT composites,
hypereutectic carbide-graphite composites, refractory metals, coated
refractory metals, metal oxide composites, and iridium coated graphites
in air over a wide range of conditions was investigated over the spectrum
of conditions encountered during reentry or high velocity atmospheric
flight as well as those employed in conventional furnace tests. Elucida-
tion of the relationship between hot gas/cold wall (HG/CW) and cold gas/
hot wall (CG/HW) surface effects in terms of heat and mass transfer
rates at high temperatures is a principal goal, The present report deals
with facilities and techniques employed for performing low velocity
CG/HW tests. These techniques include low velocity tests in resistance
heated tube furnaces, low-velocity tests of inductively heated samples,
and high velocity tests of inductively heated samples. Oxidation expo-
sures performed by these techniques span the temperature range between
1000° and 4200°F at flow rates between 0.2 ft/sec and 300 ft/sec.
Measurements of the temperature gradients thrcugh thin oxide films
(10-60 mi%s thick) indicate that large diffsrences up to 800 F are noted
near 3500"F, These results have special significance with regard to
interpretation of oxidation measurements and behavior,

This abstract is subject to special export controls and each
transmittal to foreign governments or foreign nationals may be
made only with prior approval of the Air Force Materials Laboratory
(MAMC), Wright-Patterson Air Force Base, Dayton, Ohio 45433,
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I. INTRODUCTION AND SUMMARY

A, Introduction

The response of refractory materials to high temperature
oxidizing conditions imposed by furnace heating has been observed to
differ markedly from the behavior in arc plasma ''reentry simulators." -
The former evaluations are normally performed for long times at fixed
temperatures and slow gas flows with well-defined solid/gas-reactant/ _
product chemistry. The latter on the other hand are usually carried out
under high velocity gas-flow conditions in which the energy flux rather
than the temperature is defined and significant shear forces can be
encountered, Consequently, the differences in philosophy, observables,
and techniques used in the "'material centered" regime and the "environment
centered, reentry simulation' area differ so significantly as to render
correlation of material responses at high and low speeds difficult if not
impossible in many cases. Under these circumstances, expeditious .
utilization of the vast background of information available in either area for
optimum matching of existing material systems with specific missions or .
prediction and synthesis of advanced material systems to meet requirements
of projected missions is sharply curtailed,

In order to progress toward the elimination of this gap, an
integrated study of the response of refractory materials to oxidation in
air over a wide range of time, gas velocity, temperature and pressure -
has been designed and implemented, This interdisciplinary study apans the
_ heat flux and boundary-layer-shear spectrum of conditions encountered
. during high-velocity atmospheric flight as well as conditions normally em-
, ployed in conventional materials centered investigations. In this context,
gignificant efforts have been directed toward elucidating the relationship
between hot gas/ cold wall (HG/CW) and cold gas/hot wall (CG/HW) surface
effects in terms of heat and mass transfer rates at high temperatures, so
that full utilization of both types of experimental data can be made,

The principal goal of this study is the coupling of the material-
centered and environment-centered philosophies in order to gain a better
insight into systems behavior under high-speed atmospheric flight conditions.
This coupling function has been provided by an intérdisciplinary panel composed
of scientists representing the component philosophies. The coupling frame-
work consists of an intimate mixture of theoretical and experimental studies
specifically designed to overlap temperatur&./energy and pressure/velocity
conditions, This overlap has provided a means for the evaluation of test
techniques and the performance of specific materials systems under a wide
range of flight conditions. In addition, it provides a base for developing an
integrated theory or modus operandi capable of translating reentry systemas
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requirements such as velocity, altitude, configuration,and life time into
requisite materials properties as vaporization rates, oxidation kinetics,

density, etc., over a wide range of conditions.

The correlation of heat flux, stagnation enthalpy, Mach

. Number, stagnation pressure,and specimen geometry with surface

temperature through the utilization of thermodynamic, thermal and
radiational properties of the material and environmental systems used
in this study was of prime importance in defining the conditions for
overlap between materials-centered and environment-centered tests,

Significant practical as well as fundamental progress along
the above mentioned lines necessitated evaluation of refractory mater~
ial systems which exhibit varying gradations of stability above 2700°F,
Emphasis hasbeenplaced oncandidates for 3400°F to ¢000°F exploitation,
Thus, borides, carbides, boride-graphite composites (JTA), JT com~

posites, carbide-graphite composites, pyrolytic and bulk graphite, PT

graphite, coated refractory metals/alloys, oxide-metal composites,
oxidation-resistant refractory metal alloys, and iridium-coated graphites
were considered, Similarly, a range of test facilities and techniques
including oxygen pickup measurements, cold sample hot gas,and hot
sample cold gas devices at low velocities, as well as different arc plasma

facilities capable of covering the 50-2500 BT U/ft2sec flux range under

conditions equivalent to speeds up to Mach 12 at altitudes up to 200, 000
ft were employed. Stagnationpressurescoveredthe range between 0,001
and 10 atmospheres. Splash and pipe tests were performed in order to
evaluate the effects of aerodynamic shear. Based on the present results,
this range of heat flux and stagnation enthalpy produced surface tempera-
tures between 2000°F and 6500°F,

B. Summary

This report describes the facilities and techniques employed
in the Cold Gas/Hot Wall tests performed at ManLabs, Arthur D. Little,
and Lockheed M/S Co. Low velocity testing was performed at ManLabs, Inc,
under the direction of H, Nesor. Air flowing at 0.9 to 9,0 ft/sec was em-
ployed in resistance heated tube furnaces at temperatures between 1000°F
and 4200°F, Exposure tirmes ranging from five minutes up to four hours
were used to evaluate the behavior of the candidate materials. Post exposure
metallographic examination of samples disclosed the extent of oxidation,
Temperature measurement within the tube furnaces was carried out by means
of optical brightness and two color pyrometry and checked by measurements
of the meiting temperature of several materials,

Low velocity tests of inductively heated samples were performed
at Arthur D, Little under the direction of J. B, Berkowitz- Mattuck., Tests were
performedin oxygen-helium mixtures at flow rates of 0.2 ft/sec., and oxygen
partial pressures of 0.013 to 0.20 atm. Oxidation behavior was continuously
monitored by measuring the rate at which oxygen was removed from the
stream for times up to one hour. These measurements were complimented
by measurements of CO and CO, formation. Post exposure metallographic
measurements were employed to0 check and supplement the gas analysis data,
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Optical brightness measurements were employed to measure the surface
temperature,

High velocity Cold Gas/Hot Wall tests of inductively heated
samples were performed at Lockheed M/S Co. under the directign of o
Roger Perkins. These exposures were performed between 2000 F and 4500 F
at flow rates between 10 and 300 ft/sec. for times up to one hour, Post '
exposure metallographic analysis was employed to measure the extent of
oxidation. Temperature measurements of the surface by means of optical
brightness and two-color pyrometry was employed to evaluate the spectral
emittance of the oxidizing surface. In addition, temperature gradients
through the oxide were measured by monitering the temperature at the root
of internal holes drilled to w%thin 100 mils of the surface., Temperature
gradients of the order of 800 F were observed for thin oxide films. In
these cases, the surface temperature was lower than the internal tem-
perature. These gradients exercise an important degree of control over
the oxidation behavior and the observed kinetics., With induction heating,
the metallic substrate is heated directly by coupling with the electromagnetic
field. The nonconducting oxide scale, however, does not couple with the
field and is heated indirectly by conduction from the heated substrate. -
The surface is cooled by radiation and convection, This leads to an in-
verse gradient in which the temperature at the metal/ oxide interface is
higher than that at the oxide/air interface. As the oxide thickens with time,
the resistance to heat transfer is increased. If the substrate temperature
is held constant, surface temperature will decrease. If the surface tem-
perature is held constant, the substrate temperature must be increased to
overcome the added resistance to heat flow.

The importance of this aspect of materials behavior depends
upon the rate-controlling factor in the oxidation process. Since the gur-
face temperature is measured and controlled in most tests of materials,
oxidation data will be accurate only if surface temperature controls the
reaction rate. If the substrate or interface temperature is rate controlling,
however, the measured rate of oxidation will be too high or too low, de-
pending 'on the method of heating used in conducting the tests. If the sub-
strate is heated by induction or direct resistance, it will be hotter than the
surface. If the surface is heated by radiation, the substrate may be cooler
or at the same temperature, dependinry on heat losses to supporting devices
or structures. In most gas torch or plasma tests, the substrate will be
cooler than the surface. Only in furnace tests where the sample is brought
to a uniform temperature throughout, will the surface and substrate be at
the same temperature,




. LOW VELOCITY TESTS IN RESISTANCE HEATED TUBE FURNACES

Cold Gas/Hot Wall furnace tests between 1000°F and 4200°F were
performed in flowing air at one atmosphere for times varying between five
minutes and four hours using flow rates ranging from 0.9 to 9.0 ft/sec.
Moreover, cyclic heating and cooling exposures were also carried out for
candidate materials which exhibit protective coatings that form during
oxidation, The extent to which oxidation takes place during the exposure
is determined by post oxidation metallography. The procedure for per-
forming these tests consists of heating samples by radiation from a
zirconia tube which is in turn heated by radiation from a carbon tube
resistance furnace, A schematic diagram of the apparatus is shown in
Figure 1, The specimen is heated from room temperature in argon to
the desired temperature prior to introduction of flowing air, The heat-
up times are from 15 to 45 minutes depending on test temperature.

.Next, flowing air displaces the argon and is passed through the zirconia
tube during the oxidation exposure at ratea of 10-80 ft3/hr in the smaller
furnaces and 40-80 ft3/hr in the larger furnaces, These flow rates cor-
respond to linear velocities of 3.9 to 7.2 ft/sec and 0.9 to 1.8 £t/ sec
in the small and large size furnaces, respectively. Cylindrical specimens
are mounted on zirconia pads with the cylindrical axis normal to the
direction of air flow. After the oxidation period is completed, the air is

B displaced by argon and the sample is cooled.

Cooling time to 400°F is 60 minutes in the small furnace and 90
minutes in the large furnace., Cyclic exposures requiring multiple cycles
are run sequentially with a heat up, oxidation hold, cool down, heat up,
oxidation hold, cool down, etc. Subsequent to cool down and removal from
the furnace, the sample is photographed and sectioned for metallic analysis.

In the present study, two furnace sizes have been employed, The
ch smaller furnace contains a 7/8 inch diameter x 12 inches long zirconia
tube into which the specimen is placed on zirconia pads, The larger
furnace contains a 2 inch inside diameter by 36 inches long zirconia

tube muffle. The smaller furnace is employed in the oxidation of 1/2
inch diameter by 1/2 inch long specimens. The larger furnace is used

g for one inch gamples. The furnaces are operated at constant power

‘ for the selected temperature which can be maintained within 20°F, The

! power is controlled manually by either a saturable reactor or an SCR power
supply. At the temperatures of most of the tests, there is about a seven-
fold inc/rease in the absolute temperature of the gas, so the velocity is
7-50 £t/ sec,

The specimen surface temperature is measured and recorded con-
tinuously by means of Rockwell (formerly Liatronics) and Milletron two-
color pyrometers, These instruments are calibrated against a calibrated
tungsten lamp certified by the National Bureau of Standards. The color
temperature of the tungsten filament is obtained from the brightness tem-
perature which in turn is directly related to the operating current of the
lamp. The color temperature-brightness temperature relation is based
on the ernittance of tungsten at 0, 665 and 0.467 microns, The two-color
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Pyrometer was also compared with a brightness pyrometer using a black-
body target in a carbon block and in ZrOp brick, These comparisons were
periormed in the 3/4 inch ID tube furnace over the temperature range be:-
tween 2700° to 4000°F., The agreement between instruments was found to
be within 20°F. The two-color pyrometers were also employed to measure
the melting points of iron, platinum, platinum-10% rhodium, platinum-
40% rhodium, Al;O3, Hf-20Ta-2Zr, and Hf-20Ta-2Mo in the small oxida-
tion furnace, with argon flowing under conditions which were exactly the
same as employed in the oxidation exposures. The results obtained in -
these experiments followed by the literature values in parentheses are:
iron-2880°F (2797°F), %latinum - 3272°F (3218°F), platinum - 10%
rhodium - 33g3°F (3295°F), platinum - 40% rhodium - 3533°;" (3525°F),
Al,04 - 3705"F (3695°F), Hf-20Ta-2Zr - 3920°F (3860°F), Hf-20Ta-2Mo

- 3857°F (3860°F). Figures 2-4 show post exposure photomicrographs
of test HfBy )(A-2), OX-268 after 60 minutes, Measurements of the length
and diameter prior to and after exposure indicated a longitudinal conver-
sion depth (diboride to oxide) of 16 mils and a transverse conversion depth
of 16 mils, In cases where different conversion depths are measured, the

LR AN A S

maximum value is employed in characterizing the behavior, This technique

has been employed successfully in measuring the oxidation behavior of re-
fractory oxidation resistant materials (1-4)*

*Underscored numbers in parentheses indicate references given at the end
of this report.




In. LOW VELOCITY TESTS OF INDUCTIVELY HEATED SAMPLES

Oxidation tests were performed on samples which were inductively
heated between 2900° and 4000°F during exposure to flowing mixtures of
oxygen and helium, Flow rates of 0.2 ft/sec at oxygen partial pressures
0£0.013 to 0,20 atmospheres and total pressures of one atinosphere were
employed. Oxidation behavior was monitored by continuously measuring
the rate at which oxygen was removed from the stream. The measure-
ments of oxygen pickup rate were complemented by continuous measure-
ments of CO and COz formation in the case of the graphite composites,
These continuous measurements were complemented by post exposure
metallographic analysis of the samples. Changes of oxygen concentra-
tion in the gas stream resulting from reaction with the samples, were

" followed continuously by means of a thermal conductivity method (1),

(5). Aa shown schematically in Figure 5, the gas stream flows through
a thermal conductivity cell (TC-I) containing a thermistor bead detector
and over the heated sample, where some of the oxygen is lost by reaction,
The oxygen depleted stream passes through a second thermal conductivity
cell (TC-1II) similar to the first. The two cells, TC-I and TC-II, form
two arms of a Wheatstone bridge, whose recorded output at any time

is thus directly proportional to the rate of reaction of the sample at

that time. The recorded rate curve is automatically integrated to give

-net extent of reaction over a given time period.

The experimental method described above is actually sensitive
to changes in the composition of any permanent gases in the reacting
stream. For silicides and borides, oxygen depletion alone affects the

"~ recorded signal. For carbides (§£) , 02 carbon containing materials

in general, oxidation results not only in the depletion of oxygen, but
also in the introduction of CO and COy into the gas stream. The
modified experimental method described below was therefore em-

ployed for the graphite composites.

After reaction, the gas stream depleted in oxygen, but enriched
in CO and CO,, is passed through a weighed Ascarite bulb to remove
the CO,. The remaining mixture of CO, Oz and He is then passed
through TC-II, The resultant recorder output is proportional to the
difference between the net rate of oxygen consumption and the rate of
formation of CO. Finally, upon leaving TC-II, the CO in the gas
stream is oxidized over cupric oxide powder at 500°C, and the CO,
produced is collected in a second weighed Ascarite bulb,

All samples were degassed in pure helium at the planned exper-
imental temperature for 30-60 minutes prior to oxidation, Brightness
temperatures were measured optically at A =0, 653 and corrected to
true temperatures by employing an emittance at N =0. 65y.

The kinetic data obtained from the thermal conductivity method;
that is, grams of oxygen consumed, W, as a function of time, t, for
a given temperature, and initial surface area, A, were analyzed by
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linear relationship as shown in Figure 6 indicating parabolic oxidation
behavior, This relationship is described analytically as

( 1‘10-) = ket (1)

where kpp is the parabolic rate constant. In principle, the quantity A,
is also a function of time and the data analysis should account for this
variation, In practice, this correction is second order for most of the
conditions employed in this study.

The relation between oxygen consumption and conversion of the
diboride to oxide has been discussed previously (2), Briefly, in the
case of diborides which can oxidize according to Eq. 2 where Me =
Zr, Hf, the parabolic rate constant for oxygen consumption,
kpp(gzl cm44.min) is related to the parabolic rate constant for alloy
consumption, kpx(cmzlmin) by Eq. 3

MeB,(s) + —3— O,(g) = MeO,(s) + B,O, (s or 7) (2
2 25M%)
kop = (kpx) (pMeBz) v (3)
MeB,

where ppeq, is the density of the metal diboride and MMfeR, i8 the
molecular weight of MeB2 and M is the molecular weight of oxygen.
Thus, for both HfB and ZrBjp

2, 4 .. _ 2, .
kpp (gms“/cm™min) = Zo'kpx(cm /min) 4 (4)

Thus, Eqs. 2 through 4 imply that

d = kot (5)

where d is the average depth of boride converted to oxide in a time, t.
If d is in mils and t in hours, then

d? (mile®) = 4.8 x10° koo (gm®/cm*min) t (hr) (6)
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The quantity d is measured directly by the metallographic techniquesor
calculated from the kpp values via these equations,

' For example, Figures 7 and 8 show longitudinal and transverse
sections of ametal rich hafnium diboride sample after a one hour ex-
posure at 3360°F in which a parabolic rate constant of 5,0 x 10-4 was
determined. Substitution of this - :lue into Eq. 6 yields a conversion
depth of 15, 8 mils as compared with values of 15,7 and 15, 8 mils
determined metallographically., In this sense, the post-mortem
measuremeénts provided a check of the thermal conductivity (oxygen
. pickup) measurements,

' 4
" For carbon-containing samples, S, the signal from the thermal .
conductivity cell, is given by:

'S = Kk (p -p ) - k,p (7
1 OZ,TC-I 02. TC‘n 2 CO. TC'n

" where k, and kp are calibration constants, (p 1~P _1p is

the oxyglen consumed in units of pressure a.nd%zdg G-L - Ci)g't{g p]%es-
. sure of CO (g) in the second thermal conductivity c'ﬁf o an excellent
approximation, the thermal conductivity method is equally sensitive to
CO and O;, and therefore ky =kj., If w(), is the mass per unit time of
oxygen consumed to form solid and vola.tife oxide products, we have
" from the ideal gas law:
w

C, RT

( % )

{r -p ) = (8)
O, Tc-1 92, TC-I Mo,

where MO, is the molecular weight of oxygen, and ¢ is the volume flow
rate, The oxygen consumed per unit time, wo,, can be written as the
sum of the weight of oxygen consumed in formation of CO, and CO, and
the weight of oxygen consumed, wg sol, information of solid oxide
products. The quantity wo sol. reflects both oxides that remain on the
sample surface (e.g., ZrOj3) and those that volatilize at the experi-
mental temperature, but condense on the cool walls of the reaction
chamber (e. g., B203). Finally

M

+ -ml Wieg + Wg sol. )]

w = w
o M Coz cO

where woo, and Wi are the weight of CO, and CO formed per unit
time,
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Finally, substituting Eqs, 8 and 9 into Eq, 7 yields the follow-
ing expression for the recorded signal:

w .
s = RT N COz. . Lo sol. i WCO] | (10)
- Y Meo, Mo, ZMcq

The calibration constant k; was determined by measuring the signal
obtained upon introduction cf known pulsed quantities of O; and CO
into the apparatus (8 ).

A recorder tracing for the axidation of an Ir-Rh-Re sample is :
reproduced in Figure 9. The rate of oxygen pickup by the reacting ‘
sample in g/m?n of oxygen consumed, is given as a function of time,
Similar curves were obtained in every experiment, The rate of oxi-
dation was observed to rapidly reach a maximum level and then to
remain linear for time periods that varied from 5-30 minutes, Sub-
sequently, the rate began to drop with time in the stepwise manner
illustrated in Figure 9, Since the oxides of the platinum metals are
known to be highly volatile at the temperatures of the present series
of experiments, the rate of oxidation is expected to be independent of
time. Consequently, the cause of the observed decrease in rate is-
presently unknown. However, even the initial linear rate is low com-
pared to the true surface reaction controlled rate, Consequently, it
is possible that the apparent drop in rate with time is due to changes
in the pattern of flow of metal oxides away from the suriace and oxy-
gen towards the surface, The observed rate of oxygen consumption
was employed to compute the rate of metal consumption based on a
fixed oxide stoichiometry, The results were checked by post exposure
metallography. S :




1v. HIGH VELOCITY TESTS OF INDUCTIVELY HEATED SAMPLES

High velocity Cold Gas/Hot Wall, CG/HW, oxidation exposures
were performed at Lockheed Missile/Space Company in order to extend
the furnace air oxidation tests to speeds of 300 ft/sec and provide com-
parison data for the Mach 0.3 exposures to be performed in the Model 500
facility at Avco/SSD. These exposures were carried out by inductively
hedting a one half inch diameter rod of the specimen material under high
flow conditions.

A, Test Equipment and Procedures

The schematic diagram shown in Figure 10 illustrates the general
.configuration and arrangement of equipment employed for these test..
“Basically, the apparatus is a vertical wind tunnel in which the test specimen
is heated inductively. A quartz tube, 1.5-in. I.D. by 20-in, long, is used
" as the test section. It is attached to a Buiffalo Forge Company, size 2, 250cim
Type R.E. exhauster driven by a 2 HP motor at 3500 rpm. An adjustable
. damper was installed in the exhaust line from the test section (inlet to fan)

_to regulate gas velocity., It was found that air flow rates {rom 0 to 250 {ps

- could be established in the test section (1, 5-inch I.D. x 20-inch quartz tube),

- The maximum rate (250 fps) is slightly less than the design maximum (300 fps)
calculated from blower size and systemn geometry. This raost likely is due

..to high frictional losses resulting from screening of the fan inlet to prevent
“ingestion of hot specimens and bending of the exhaust at right angles to the

inlet stream, Flow rates are measured with a water manometer and a static

pressure tube located 4-in., below the test section inlet,

- A cylindrical test specimen, 0.5-inch diameter by 1 to 1,5-inch
_long, is supported on an adjustable stinger at the midpoint of the test section.
Initially, as shown in Figure 10, a hollow stinger was used to permit
jmeasurement of true temperature (blackbody hole) and temperature gradients
of the samples. In most tests, however, a water-cooled copper tube was
used for the stinger and support to prevent reaction with the test sample at
high temperature. Temperature of the top surface is measured by sighting
on a front surface mirror mounted above the venturi inlet, Test specimens
are heated by induction from an exteraally wound coil connected to either a

30 KW - 10000 cps Tocco motor generator set or a 23 KVA - 475 KC Lepel
high frequency generator. The low frequency power supply was used for

high conductivity (metallic-ty e samples) and the h.f, unit was used for

high resistance materials (graphite, SiC, etc). The Lepel unit and power
supply arrangement are shown in Figure 11. Temperatures up to 5000 F
were obtained at flow rates up to 150 fps, A thin gold coating is applied

to the inside of the quartz tube for radiation shielding.

The test procedure consisted first of aligning the specimen,
mirrors, and optical pyrometers and establishing the required gas velocity in
cold flow, Full power was then applied to the induction coil and the sample
heated to the test temperature in 15 to 30 sec, Power input is cut back to
the control level and air flow adjusted as needed to compensate for gas heating
~effects, The time for start of test is taken at the instant the desired run
temperature is reached, Power input is atyusted and controlled manually
throughout the test. Control to within + 20" F of test temperature was maintained
 at all temperatures from 2000 to 40000F, The true surface temperature was

: 1
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measured with a Milletron two color pyrometer using the assumption that

all materials (except graphite) behaved as a grey body (color temperature
equals true temperature). For tests with graphite, color temperature
corrections were used. The apparent surface (brightness) temperature

was measured at a wavelength 0, 65y with a Pyrometer Instrument Corp.
precision micro-optical pyrometer, Both instrumenis were calibrated
periodically with a certified NBS tungsten filament lamp. The two temperature fid
measurements, true (T) and brightness (6), were used to calzulate the ‘%{,&f_-
normal spectral emittance (‘Nl) according to Wein's law: iy

T -

In oy =CX{ - o)

where T and 0 = “Rankine
C = 25880°R microns

A = 0,65 microns

On completion of the test, the power was turned off and the cold air flow . ::';”'
maintained at full level to quench the sample. The time for end of test
wag taken as the time of power shut down. -

B, Development of Test Capabilities

1. Flow Field and Specimen Configuration

Calculations indicate that turbulent flow will exist Lg the
test section at gas velocities of 5 fps or higher., Based on air at 68°F, the
Reynolds number at 160 fi/sec flow in & 1.5 inch diam, tubeis25,000. The on
transition to turbulent flow in a straight circular pipe begins at 2100°F, and
flow will always be t urbulent with a Reynolds number above 4000, Wwith
turbulent flow, the velocity distribution across the tube will bs more uniform. -« * [
The average velocity is about 80% of the muximum gas velocity, compared with G
a 50% value for laminar flow conditions, The existence of turbulent flow g
will create more severe environmental conditions for oxidation tests in high Py
velocity air. Also, it will result in high rates of heat transfer from the 8"
sample to the gas. This, in some cases, may limit the operating tempera-
tures that can be obtained with the existing power supply,

The nature of the flow field and its effect on surface receswion
rates at various points on a sample was studied using graphite test cylinders.
As shown in Figure 12, the flow separates at the edges of a flat faced cylinder.
This produces a wide free ahear layer with eddies near the surface, T{e
flow over hemispherical end specimens is more uniform. The free shear
layer is thin and shows no abrupt changes or edg.leu along the surface. The
effects on surface recession of graphite at 3400 F are shown in Figure 13,
Flow separation with flat faced specimens results in low recession rates on
the diameter near the leading edge, High recession rates near the trailing
edge indicates a tendency for the flow to reattach with considerable tur-

bulence in the wake region. This results in the generation of a tear drop




shape with wide variations in surface recession rates at different locations
on the sample. Hemispherical end specimens recede more uniformly as

a result of the smooth flow field and tend ! form bullet (ogive) configura-
tions., Surface recession rates on the diameter decrease gradually from
top to bottom. Surprisingly, the surface recession rate of the stagnation
region was about the same for both types of specimens (2 mil/sec).

Materials with high surface recession rates presented
a major problem in testing due to the shape changes that cccurred.
Tests were conducted with 0, 5-irch diam. by 1 to 1. 5-inch long cylin-
ders of Speer 710 Graphite to establish the optimum specimen con-
figuration. It was found that a conical tip with a 30° angle was a
relatively stable configuration in this test apparatus at gas velocities
of 50 1.y 250 fps. This is the limiting configuration that other shapes
tend to approach (Figure 13), Conical tipped samples yielded accurate

" surface recession data over a wide range of temperatures and flow

rate. A 30° cone tip was selected as standard geometry for all tests
on graphite and other high recession rate materials. The experimental
work leading to the development of this sample is discussed in detail in
Part III, Volume II of this series of reports.

2. Coil Deéiln and Coupling Studies

A geries of tests were made with the Lepel 475 KC,
23 KVA high frequency power supply to establish the maximum temper-
ature of test for various materials as a function of air flow ratio. A

: 1-1/2 inch 1D by 8- 1/2 turn coil was used without a susceptor or

radiation shields, The sample wos heated to the maximum temperature
possible (full power an) in very slowly moving air (~l fps). The air flow
was maintained 1t a levcl sufficient to prevent smoke or fumes from ris-
ing up the flow tube and fogging the mirrcrs used for temperature
measurement,. Readings were taken on the top surface with the Milletron
two color pyrometer., Air flow was increased to 50, 75, 100, 125 and 150
fps, and the maximum steady stat .op surface temperature attained at
full power cutput was measured. (he results are compiled in Table 1
and are shown graphically in Figure 14, The effect of gas velocity on
cooling is gu.ite striking, particularly on the borides and the Hf-Ta alloys
where 900“ and 500°F drops in temperature, respectively, were observed
with air flowing at 150 fps. These operational capabilities are consider-
ably below the desired test ranges for the experimental program. They
represent the maximum capability with the existing design. Possibilities
for increasing these capabilities include the use of a different power supply and
the use of radiation shields as reduction of flow tube and coil diameter to
achieve better coupling. Tests indicate that boride samples and Hf-
19Ta-2Mo heat much better with a lower frequency power supply. The
coupling studies were repeated using a Tocco 10 KC 30 KW motor genera-
tor set., The inside surface of the flow tube was gold plated to provide a
radiation shield, Results of tests are summarized in Table 2, At 150
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fps, temperatures of 2950°F (Hf-Ta) and 3200°F (ZrBy) were reached,
For the Hf-Ta alloy, this is lower than the maximum temperature reached
with the Lepel 475 kc high frequency generator. However, for the ZrB2
sample, coupling with the 10 kc Tocco generator was better, and higher
temperatures than those previously attained were reached. In both cases,
however, the maximum temperatures at high gas velocity ie low com-
pared with the desired test range (3400°-3800°F),

Consideration was given to the use of focused induction
coils to improve coupling and increase maximum operating temperatures,
Three different types of coils were evaluated in an effort to improve
coupling in the induction heating of small samples:

a, Straight cylindrical

b, Hourglass shaped (focusing)

c. Short cylindrical with flat pancake .
end coils (focusing) :

All tests were made with a 10 ke, 30 kw Tocco motor -
generater induction unit, The type (a) coil was found to be least effective

and the type (c) coil was found to give best results. Results are sum-
marized in Figure 15, :

L With straight cylindrical coils, length-to-diameter ratio

of the coil and number of turns were varied to determine the effect on
coupling. Best rrsults were obtained by having as many turns as possible

of the smallest possible diameter within a length of about 2 to 3 inches,

The minimum coil diameter was dictated by the outside diametex of the

flow tube (1-3/4 inch). The maximum number of turns in a given length

was determined by the size of copper tube used to wind the coil, Tubing
smaller than 1/4-inch O.D, could not be used due to the inability to circu-
late enough cooling water through the coil, Even with 1/4-inch copper, the
coil water temperature at full power was 150 to 180°F, which is near the

cut off limit for the generator, (Occasional shutdowns due to high water
temperature have occarred in the course of full power runs), Much better
cooling was obtained with 5/16 or 3/8-inch copper tube; however, in these
cases, the number of turns is too small for good coupling with small samples.
Best results with cylindrical coils were obtained with a 1-3/4 1, D., 12-turn
coil (1/4-inch copper tube) about 4 to 5 inches lon With this coil, Hf-Ta-Mo

samples on()ZrO2 supports could be heated to 3400 F in slowly moving air
and to 3180 F in air at 50 fps.

A gignificant improvement in coupling was obtained by winding
the coil with an hourglass shape to focus or concentrate the lines of flu.
in a central region around the test sample, A central turn was wound to the
minimum diameter (1-1/2 inches) and each successive turn in either direction
was wound to a larger diameter than the turn before. The best coil had 15
turns, 7 turns on each side of the central turn with a smoothly graded diameter
from 1-1/2 to 03-inches I.D. With this coil, the Hf-Ta-Mo (on ZJO ) was
heated to 3300 F in air flowing at 150 fps, This is a gain of 400 F%ver the
best gtraight cylindrical coil. The ZrBz sample (on %rOz) was held at
3600°F in air at 150 fps, This was also a gain of 400 F.
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| Experiments with the hourglass coil indicated that stiil
further improvements were possible by compressing the total length of the
coil relative to the length of the specimen. The ultimate in compression
was obtained by winding a short cylindrical coil with two flat pancake
focusing coils, one at each end. The cylindrical portion was wound with
2 to 9 turns at 1-,1/2 inches I.D., and each pancake coil had four turns
of increasing diameter to a maximum of 5-inches O,D. Tests with these
coils gave best rssults with 4 to 5 turns in the cylindrical section. Tempera-
tures above 3400°F and 3600°F at 150 fps were obtained for Hf- Ta-Mo and
' ZrB,, respectively.

An unusual effect was observed in testing of the KT -SiC
cylinders., Using a 475 KC Lepel high-frequency generator, the samples
were effectively coupled with a 1-1/2-inch I, D. by 8- 1/2 turn coil. On
reaching a temperature of 2550°F, the coupling improved by several orders
of magnitude and temperature increased rapidly to beyond 4000" F with no
increase in power output. This effect is shown by the data plotted in Figure
16. The steady state value of temperature was measured for each level of
control current. On reaching 2550°F, the sample heated rapidly and the
control current was reduced from 1.075 amp to 0.325 amp to hold a
temperature of 2650°F. From this temperature up, the sample behaved
iike a metallic susceptor. On cooling below 2550°F, the sample reverted
to the poor susceptance characteristic of conventional SiC. The effect was
completely reversible and showed little hysteresis., As shown in Figure
16, the effect was not observed with commercial SiC tube used for Globar
hea.‘:%rs. This material was a poor susceptor and could not be heated above
4950 with the full output (3 amp) of the generator,

It has been reported that KT-SiC contains aboyt 9% free
silicon, Eutectic melting occurs in the Si-SiC system at 2552"F. It seems
clear that the effect is related to melting of silicon in the "alloy". Metallo-
graphic examination revealed each grain of SiC to be surrounded by a thin
film of silicon after heating near 2550 F, Before heating, no intergranual
films were detected. Illustrations of the structural changes during the 2550°F
coupling transition in KT-5iC are shown in Figure 17. The formation of a
continuous intergranular network of Si after heating above the melting point

- of 8i is clearly indicated. The photographs also show composition gradients
and some evidence of precipitation withir the SiC phase after heating to high
temperature, This behavior indicates some solid solubility of Si in 5iC.
The phase diagram, however, indicates little, if any, solid solubility.

° A second coupling transition was found for KT-SiC at about
4000 F. This one appears to be related to the phase transformation (hexagonal
to cubic) at 4000 F in 5iC. Cubic SiC (%000 F) is an excellent susceptor and
good coupling is attained. A sample was heated to 4700 F in air flowins at 150
fps at a fraction of the available power. This temperature is about 150" F below
the dissociation temperature for SiC. Oxidation was so rapid that combustion
almost was self sustaining. A sheet of flame and smoke extended several
inches beyond the trailing end of the sample. The appearance of the sample
after test is shown in Figure 18. The sample fused with the ZrO, support rod.
Crystals of ZrSi were found precipitated from a melt of a Si-Zr g‘lloy that had
penetrated completely throughout the sample (top to bottom and side to side).
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A white coating of ZrO3 had formed on the outer surface of the piece.

The oxidation rate seemed to be lower in the Zr-rich lower portion of

the sample, even though this region was at a higher temperature than

the top surface. Surface recession of the top was surprisingly low,

These findings are in contrast to the behavior of KT -SiC(E-14) in the

Air Oxidation Tests where rapid oxidation is observed above 3500°F

and the Arc Plasma Tests where rapid oxidation is observed above 4000°F,
The enhanced behavior may be due to the pick up of zirconium by the KT-
SicC.

3. Temperature Measurement and Control

Temperature distributions over the surface and
through the cross section of test cylinders in static and flowing air
were studied to establish rmethods for accurate measurement and
control of temperature and to define more clearly the limitations of
cold-flow tests with induction-heated samples.

Initial tests were conducted with graphite cylinders
0.5-inch diameter by 1. 5-inch long with a hemispherical leading edge.
The temperature at the stagnation point and at the root of a blackbody
hole drilled axially in from the base of the sample was measured
simultaneously with micro-optical pyrometers (0, 65u). In static tests,
the distance between the root of the blackbody hole and the stagnation
point was varied to determine the temperature gradient, if any, through
the wall, As shown in Figure 19, little if any gradient existed with a
wall thickness of 0.1 inch, The apparent surface temperature was lower
than the hole temperature due to emittance effectis, Normal spectral
emittance was estimated to range between 0,7 and 0.8 over the tempera-
ture range of 2400° to 3000°F, This is in reasonable agreement with
published data on the emittance of graphite., When the wall thickness
was increased to 0.3 or 0, 4 inch, a noticeable temperature gradient
was observed, The surface temperature was 100° to 200°F lower for
a given hole temperature compared with 0, 1 -inch wall specimens, The
gradient was larger at the higher temperature where the rate of heat
loss by radiation becomes pronounced. Flowing air past the specimen
at 150 fps had a pronounced cooling effect on the surface in the low
temperature range where heat loss by conduction was large compared
with the loss of radiation. Surface temperature decreased an additional
300°F in the range 2200° to 2600°F, At high temperature, an additional
100°F drop was observed in flow.

Studies using graphite as a model were complicated by
high rates of surface recession (1-2 mils/sec). It was difficult to estab-
lish equilibrium conditions due to rapidly changing geometry., SiC was
selected for more refined studies since surface recession rates would
be low and the sample geometry would be stable, Cylinders of KT-8iC
0.5-inch diameter by l-inch long were used. A blackbody hole, 0.125-
inch diameter by 0. 6-inch deep was drilled in each sample., Three

sensing devices were used to measure temperatures: (1) a micro-optical . .
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pyrometer (0, 65u) sighted on the top surface (stagnation point), (2) a two-
color Milletron pyrometer sighted at the same point, and (3) a micro-
optical pyrometer (0, 65u) sighted on the base of the blackbody hole, With
this arrangement, true and apparent temperature of the surface could be
measured, These data would yield a reasonably good estimate of emit-
tance. Results of several repetitive tests in static air are plotted in
Figure 20,

The Milletron and blackbody hole readings are in ex-
cellent agreement from 2200° to 3000°F, These data indicate that true
surface temperature is being recorded by the Milletron and that no
significant temperature gradient exists through the 0. 4-inch thick wall
of the sample. The apparent surface temperatures when plotted against
the hole temperature indicate that the emittance is between 0. 65 and 0, 70u.
These resuvits are in gecod agreement with published data on KT-SiC.

. Sightings with the Milletron were made on both the top
and side wall during static and flowing (50-142 fps) tests, Results are
summarized in Figure 21. Under static conditions, the side wall and
blackbody hole temperatures were in good agreement, Top temperatuzre
was low compared with the side wall. This was found to be due to 2 crack
in the sample. With flowing gas, sidewall temperature dropped 50" to
100°F, Separation of the flow due to use of a flat face specimen results
in little cooling of the sides. The top, however, was cooled significantly
by the impinging air, The top (stagnation) temperature dropped by 300°
to 400°F below the static values. This is comparable to the effect ob-
served with graphite specimens.

Results of these tests indicate that blackbody holes
are a poor choice for use in measurement and control of test tempera-
ture in cold gas flow tests, Thus it was decided to measure and control
the top (stagnation) surface temperature with the Milletron two-color
pyrometer. Calibration was checked weekly to assure accurate data.
The top and blackbody hole ternperatures aiso were measured with micro-
optical pyrometers and recorded for ase in calculating emittance and
temperature gradient data.

A major problem developed in attempts to test Hf-Ta-
Mo and ZrB). A constant high temperature could not be maintained after
a few minutes exposure to flowing air, The behavior of these materials
is illustrated in Figure 22. A test with ZrB, was run at 3500°F in air
flowing at 150 fps. After 5 minutes, a temperature of only 3200°F could
be maintained at full power output, After 30 minutes, the maximum
temperature of the top surface was 2800°F (at full power), At this point,
the flow rate was decreased to 50 fps, Top surface temperature now in-
creased to 3300°F at full power, However, with continued holding,
temperature continued to fall and after one hour the maximum temperature
at 50 fps was 2800°F, The flow rate at this point was increased to 150 fps
and the temperature decreased off scale (< 2000°F) on the indicating
pyrometer.
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2 The Hf-Ta-Mo alloy showed a similar behavior in a
test at 3200°F in air; at 50 fps the maximum temperature dropped to

3000°F in about 20 minutes. However, temperature appeared to hold

steady with continued holding at 30 minutes. It is significant to note

that at 2950°F and 50 fps, a steady temperature was held with the Hf-

[ Ta-Mo alloy for 60 minutes. Also, the temperature of coated refractory

‘ metals tested at 3400° and 3600°F was steady with time (Figure 22).

Where temperature reductions with time of holding

; are observed, the effect appears to be due to the formation and thick-
ening of an insulating oxide scale. With materials and /or test tempera-
tures where the rate of scaling is very low or negligible, steady state

: temperatures can be maintained. Under scaling conditions, however,

f surface temperature drops as the scale thickness increases.. The rate
of temperature drop is proportional to the rate of scaling.

i A similar effect has been observed in an independent

) LMSC study of the oxidation of columbium, In tests of tubing heated to
2200°F by induction in air, the surface temperature was observed to de-
crease with time. In a controlled experiment, the metallic substrate
was held constant at 2200°F by control from a thermocouple attached to
the inside wall of tubing filled with argon. The temperature of the out-

] side surface exposed to air was measured with a two-color pyrometer.

! Surface temperature decreased linearly with time at a rate of 1.5°F per
' ] minute., After one hour, the surface temperature was 2110 F with the
gubstrate (0, 049-inch thick wall) at 2200°F., Oxidation studies have
shown that scale (Cb2Og) growth also is linear with time after the first
five minutes of test at Z200°F. The linear surface recession rate is
0.09 mil/min. and the total surface recession rate in one hour at
2200°F is 6. 6 mil. Each mil of Cb converts to approximately 2.74 mils
of CbpOgz. Hence, the oxide scale thickness at the end of one hour is
about 18°mils and the temperature drop through the scale was indicated
to be 90°F, ' :

In tests with ZrBp, total scale thickness (ZxO,), after
calibration runs to one hour, was found to be in the range of 40 to 60 mils,
The temperature drop through this scale can account for some but not all
of the observed surface temperature drop of 700° to 1500°F in high
velocity tests (Figure 22). It is likely that substrate temperature also is
decreasing due to a reduction in coupling effectiveness as the ZrB, sub-
strate is consumed. In one sample used for several calibration runs, the
diameter of residual ZrB3 was reduced to 0, 25-inch (initial 0,50 inch)
and coupling with the coil was very poor, Changes in the surface due to
oxide scale formation also may change the relative balance of heat losses
due to radiation and convection, Also, if the scale tends to laminate during
growth, large thermal drops due to separations within the scale or between
scale and substrate will occur,

This aspect of behavior has placed a severe restriction

on CG/HW flow tests with many of the selected materials, The test pro-
cedure congists of exposing a heated sample to high-velocity air for 30
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to 60 minutes. The top surface temperature is measured and is maintained
at a constant value throughout the test., The measured surface recession
will be compared with values obtained at the same top or front surface
temperature by other test procedures (i.e., HG/CW, CG/HW). Com-
parable data with respect to temperature and flow can be attained in the
CG/HW tests using induction-heated samples where the materials either
form a volatile oxide (i.e., W, Mo, C) or have a stable surface (i.e.,

. coated materials), Where materials form a solid oxide with a highly

temperature-dependent growth rate (i.e,, Hf-Ta-Mo, borides, JT-series
graphites), comparable test conditions cannot be attained. For example,

. with Hf-Ta-Mo, the original test parameters are 2900°, 3200°, 35000

and 3800°F at flow rates of 50 and 150 fps for 30 minutes per test. From
Figure 22, the maximum temperature for 30 minutes at 50 fps is 3000°F.
This is at the lowest end of the desired range where the surface recession
rate is about 5 mils/hr. Similarly, for ZrBy at 50 and 150 fps, the maxi-
mum temperature for a 30-minute test is 2800°F, Although higher temper-
atures can be reached initially for both materials, they cannot be main-

‘tained for more than a few minutes due to the effect of scale growth on

surface temperature,

In addition to the inability to sustain high surface
temperatures due to scale growth, the substrate temperature in these
tests becomes an uncontrolled and undefined variable, As the surface
temperature starts to decrease with oxide growth, power input must be
increased to maintain a constant surface temperature. Thus, while
running with constant surface temperature, the temperature at the
oxide/metal interface increases continuously, What effect, if any, this
has on the rate of surface recession must be established. In one test on
scaling of Cb at 2200°F, the substrate temperature was increased to 2700°F
to hold the oxide surface temperature constant at 2200°F, Melting occurred
at the oxide/metal interface. With the Hf-Ta-Mo alloy and ZxB3, substrate
temperature in tests at constant surface temperatures of 2900 to 3000°F
increased to the point where severe reaction and melting with the ZrOp
support rod occurred. This effect also is accentuated by high flow rates.
Cooling of the top surface results in overheating of the bottom.

A large temperature gradient was found to exist in all
samples during flow tests. This behavior, with respect to graphite and

. SiC, has been discussed. A similar behavior was found for the JT-
- graphites and for the Hf-Ta alloy. In testing JT-0992 graphite at 3600°F

the oxide layer which formed on the top surface separated and mushroomed
up. This caused the top to appear cool. On raising the power input to
bring the top surface temperature up, the bottomn of the sample overheated
and fused with the ZrO;, support rod, Temperature measurement and con-
trol with this series of graphites will be particularly difficult. Oxide scale
separation and blister formation also occurred on the side wall of some
samples of JT-0992 at 3600°F. A similar problem was encountered with
tests of Hf-19Ta-2Mo in air at 50 fps. On trying to hold the top surface
temperatuze at 2700°F (brightness) the side wall temperature was indicated
to be 3000 F (brightness). This correanonds to true temperatures of
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2900°F and 3280°F, respectively, On continued heating with the top at
3100°F, the sample reacted with the ZrOj support and localized fusion
occurred, The lower half of the specimen melted, terminating the test,

Problems of reaction between specimens and the Zr0Op
stinger also were encountered in tests of coated tantalum - 10% tungsten
and tungsten cylinderas. With both materials coating failure was initiated
by eutectic melting of oxides (Al,03, 5i0,, Ta0g5 and WO3) with ZrO;
in tests at 3400° to 3600°F. The use of a helium purge through the ZrOz
stinger to reduce or prevent oxidation at points of contact was tried with-
out success, The problem was solved by holding the samples on a water-
cooled copper stinger. This prevented contact failures and permitted
evaluation of coating performance on flow-exposed top surfaces. The use
of a water-cooled stinger also solved the problem of overheating the bot-
tom of samples in high-velocity tests, The temperature gradient effectively
is reverseed to one of hot at the top to cold at bottom. Tests were run
successfully with a 3/8-inch long by 1/2-inch diameter W/WSi, sample
heated to 3680°F on the top surface with the bottom surface in contact with
water-cooled copper. No reaction occurred at contact points. The bottom -
of Hf-Ta-Mo samples with the top surface heated to 3000°F was only
lightly discolored at the point of contact with the cooled stinger, The : ’
additional heat loss through the stinger, however, further reduces the
attainable temperatures for difficult-to-couple-with materials. The
cooled support will be used only for those materials where contact reactions
cause premature failure or shutdown of the test.

4, Measurement of Emittance

The design and operation of the CG/HW test appardtus
afforded an excellent opportunity to'measure emittance at high tempera-
ture in an oxidizing environment, Extensive tests with many materials
show that emittance changes both with temperature and with alteration of
the surface (oxide film or scale formation), Measurements were made
to determine the approximate emittance correction for the oxidized. .. . U e
and true (Mllletron-two-color) temperatures were read simvylta ﬁm?‘on - ey
the top surface of a sarple heated in air. The regults are shown in . : ' st
Figure 23, The calculated normal spectral emittance (0. 65u) was found
to decrease with increasing temperature from a value of 0, 6 at 2400°F
to 0,42 at 3400°F. This effect is not one of changing surface conditions
with time during the calibration. The low temperature readings were
taken first and the high temperature readings last. At the end of the run,
the low temperature reading was checked again and the result was in per-
fect agreement with the initial calibration point, The LMSC Milletron was
checked against the ManLabs' Milletron by sighting both units on the top
surface of a heated sample, The LMSC unit consistently indécated higher
temperatures with a +10°F differential at 3300°F, and a +18°F differential
at 3550°F, This is less than 1% error in reading and is considered excel-
lent agreement, The calibration check was made on the surface of a Hf-
19Ta-2Mo sample heated in static air.
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The foregoing example serves to illustrate that useful
data can be obtained by this approach. It is recognized that the normal
spectral emittance obtained inthis manner is not a precise or highly
accurate determination, However, the data are valid approximations

" that can be extremely useful in evaluating the behavior and performance

capabilities of refractory materials, Since virtually no data on emit-
tance of these materials are available, the data obtained in this study
provides a needed starting point,

c. Temperature Gradients through Oxide Scale

Two methods were developed for measuring the tempera-

. ture gradients through oxide scales on the surface of induction heated
-, samples, In the first method, the metal/oxide interface temperature
" was measured by a Pt/Pt-Rh thermocouple while the surface tempera-

ture was measured with anh optical pyrometer. This method is limited

o to temperatures of about 3000°F and was used to study gradients in a

Cb0g scale formed on Cb-1Zr alloy. A thermocouple well was drilled

down the center of 2 0.3 x 0.3 x 0.75 inch sample to within 0.060 inch

of the surface, The sample was supported vertically within an induction
coil using the thermocouple insulating sleeve (alumina) as a stinger.

- The thermocouple bead was bare and made direct contact with the
" metal at the base of the drilled hole, Helium gas was passed up the

alumina support rod to shield the internal surfaces and contact area
from oxidation, Surface temperature was measured with a micro-

- optical pyrometer using a previously established normal spectral emit-

tance of 0, 59 to convert from brightness to true temperature., Samples
were heated for 30 to 60 minutes holding either the surface (Tg) or

- metal (T)y) temperature constant and measuring the corresponding

temperature at the uncontrolled site (surface or metal) at 5-minute
intervals, The results are shown in Figure 24,

Initially, the indicated temperatures for the top surface
and the substrate were within +10°F of each other. With the metal
temperature held constant at Z200°F, surface temperature decreased
gradually with time of holding. After 1 hour, the surface was at
2100°F while the substrate was still at 2200°F, the metal temperature
increased with time of holding, After 50 minutes, the metal substrate
wae 1509.200°F hotter than the surface. The time rate of change in
temperature for both cases is shown in Figure 24,

In the second method used to study this effect, the sub-
strate or interface temperature was measured with a micro-optical
pyrometer while the true surface temperature was measured with a
twowcolor pyrometer. This approach was used for tests above 3000°F
where contact thermocouples could not be used. A 0,25«inch diameter
hole was core drilled along the center line of a 0. 5~inch diameter
by linch long cylindrical sample to within about 150 mils of the top
surface, The specimens were supported on alumina, zirconia, or
water-cooled copper tubular stingers having a 0, 125~inch inside
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diameter. Helium was passed slowly up the tube to prevent oxidation
of the substrate and to clear out smoke or vapors. A calibrated front
surface mirror was positioned to sight up the tube for optical measure-
ment of substrate temperature. Brightnees readings were converted to
true temperature using previously established emittance correctiona,

This method was used to study the temperature gradients
through ZrO, scales formed on ZrB) samples heated to 3400 OF in air
flowing at 5(’2 fps. The behavior was identical to that observed in tests
of the Cb-1Zzr alloy. As shown in Figure 25, the surface temperature
decreased with time as the eubstrate was held constant at 3400°F,
After 1 hour, the surface was 220°F cooler than the induction-heated
core. The gradient here is more than double that observed in testa
with Cb-1Zr alloy at 2200°F, Similarly, as shown in Figure 25, the
metal (boride) temperature mcreaaed rapidly in tests where the sur-
face was held constant at 3400°F. After 20 minutes, the substrate
was 250°F hotter than the surface. This is about 3 times the gradient
observed with Cb-1Zr at 2200 F, Figures 26-29 show post exposure
photographs of samples ZrB(A-3)-13(1L45-1) and ZrB(A-3)-18(L46-1)
after CG/HW exposures at 50 ft/sec air flow. In both cases, the oxide
thickness is about 15 mils and the boride wall thickness is 100 mils.

Two tests with HfB 2, 1(A-Z) reveal a behavior like that cbserved
with ZrBy. Atlow temperatures (3400°F) where the recession rate :
is low, steady state surface temperatures could be maintained. At
higher temperatures where the recession rate is rapid, scale growth
results in a continuous temperature drop. This behavior is summarired
below: ‘

Surface Temperature (°F)

Slow Recession Fast Recession
Time Run 38-1 Run 39-2
(min) HIBZ 1{A-2)-13 I-IfBz,ﬂA-Z)-lS
0 3400 3600
5 3400 PR
10 3400 3520
15 3400 3400
20 3400 3420
25 3400 3420
30 ' 3400 3350
40 3400 3300
50 3400 3250
60 3400 3190

In the fast recession rate tests, full power input was maintained and
the indicated temperature is the maximum attainable at a flow rate of
50 fps. Assuming the substrate to be at 2600°F or even higher, a
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temperature gradient of over 400°F through the oxide scale is indicated.
Figures 30-33 show photomicrographs of HfBp 1(A-2)-13(L38-1) and
HfB2, 1(A-2)-15(L39-2) after exposure. The latter sample cracked after

‘cooling, Metallographic examination showed that the HfBp ) (A-2)

material contained porous bands. Sample HfB )(A-2)-15 ‘also exhibited
several shallow cracks which might have led to failure,

A fourth series of tests to study temperature gradients was

conducted with 0.5 inch diameter by 1 inch long cylinders of Hf-20Ta-2Mo

(I-23) alloy., Five samples were drilled to form closed~end cylinders with
a minimum wall thickness at the top of 0.12 to 0. 15 inch, In the first test
(44-1), the sample was supported on a 0.25-inch OD x 0.10 inch ID ZrO;
tube and was purged internally with helium to prevent oxidation. The top

_surface temperature was meéeasured and held constant at 3400°F using the

Milletron two-color pyrometer, A micro-optical pyrometer (0. 65u) was

 sighted up the tube to measure substrate temperature, The alignment
‘was poor, however, and no useful readings could be ocbtained. The test

was terminated at 30 minutes when full power was required to maintain

. ‘the surface at 3350°F in air flowing at 1 to 10 fps. The sample had a
. light grey adherent scale on the top surface and a thick white scale on

the side walls, It cracked on cooling and broke into two pieces. Figures
34 and 35 show post exposure photographs of this sample,

In a second test (44-2), the sample was supported on an Al30,

~ tube having a 0.22-inch ID hole. This permitted better sighting with the

micro-optical pyrometer and good measurements of suybatrate temperature
were obtained. An emittance value of 0. 55 was assumed for calculation of
substrate temperature, Figures 36 and 37 show photographs of this sample
after testing. The following three tests were conducted maintaining the
metallic substrate at constant temperature. In tests (44-1 and 44-2) the
samples reacted and fused with the ZrOp and Al203 support tubes. It is
necessary to support the samples on nonreactive materials and previous
experience has shown th